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ProEcoSolar

Temperature and pressure relief valve R3/4" WYA-20 85 °C

   

 

Price: 68.00 PLN gross

68.00 PLN for szt.

Manufacturer:  - Pro Eco Solutions Ltd.

Referention number:  P/T VALVE WYA-20 85

Condition::  New

Quantity: 494 pcs.

Information:

Temperature and pressure relief valve R3/4" WYA-20 85 °C

Full product description

 Description:

P/T Valve AKE WYA-20

the installation:
1. The valve should be installed with the water heater at the top or the side, the temperature sensing element must be immersed in the distance of the top of
the container 152mm (6 ") of water.
2. The drain pipe must be installed below the safety valve terminal-to-drain distance is greater than 152mm (6 "), easy to clearly observe the drainage water.

 

After installation, water heater users each year must be at least tilt safety valve handle, in order to ensure that the safety valve of the waterway smooth. Before
operating handle, check the discharge line connected to the safety valve, to ensure that the hot water discharged out from the safety valve can be excreted in
the appropriate place. If there is no water flows out, the safety valve is invalid, you should immediately turn off the water heater and pipeline personnel to
handle.

 Technical Data:

The product produced by the Standard ANSI Z21.22 (construction safety valves)
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- Connection: Input: R 3/4 ", Output: Rp 3/4"
- Temperature: 85 °C
- Pressure: 0.5 MPa

 

 

Model Import Export
(inch)

A
(mm)

B
(mm)

D
(mm)

T
(mm)

Weigh
(g)

Rated
thermal
value
BTU / h

WYA - 15 R1/2xRp1/2 41 82 29 101 237 15, 000

WYA - 20 R3/4xRp3/4 42 83 29 100 258 100, 000

WYA - 20 R3/4xRp3/4 42 83 29 77 255 105.000

 


