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ProEcoSolar

Thermal paste H 100g

Price: 18.82 PLN gross

18.82 PLN for szt.

Manufacturer:  - Pro Eco Solutions Ltd.

Referention number:  PASTA TERM H 100G

Condition::  New

Quantity: 331 pcs.

Information:

Thermal paste H 100g

Full product description

 Description:

Thermal paste necessary for the proper operation of all kinds of temperature sensors. Protects against weather conditions and prevents breakdowns. It is
characterized by very good chemical resistance to oxidation, water-based solutions, acids, salts, sulfur dioxide, and ammonia. It has a wide range of working
temperatures.

 Use:

Modules with high thermal conductivity
Cooling devices on end plates or frames
Storage and high speed drives
Motor control systems in the automotive industry
Hard disk and DVD drives
Power converters
High power LEDs
Network communication devices
Household appliances
Electronic and electrical components
Air conditioners
Heat transfer from the heat pipe condenser to the exchanger in a vacuum solar collector

 Properties:

Properties of the silicone thermal paste ,,H''
- density at the temperature of 20°C: 1.47 G/cm3,
- flash point: 350°C,
- solidification point: -50°C
- refractive index: 1.405,
- specific heat capacity at temperature of 50°C: 0.243 Cal / g K, 
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- heat transfer coefficient at a temperature of 0-150°C: 0.78 W / m K,
- dielectric constant at 100 Hz: 4.7 (± 0.1), 
- volume resistance: 5 x 10 to the power of 14 Ohm x cm,
- tangent of the dielectric loss angle at f = 100 Hz: 0.020 (± 0.003),
- operating temperature range: -50~200°C

Related products

Heat Pipe 14(8)/1...
42.00 PLN

https://proecosolar.eu/en/parts-for-collectors/47-heat-pipe-1481700-mm-5902734700933.html
https://proecosolar.eu/en/parts-for-collectors/47-heat-pipe-1481700-mm-5902734700933.html
https://proecosolar.eu/en/parts-for-collectors/47-heat-pipe-1481700-mm-5902734700933.html

